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FIG. 1 



MOBILE HOST ACQUIRES 
UNIQUE UNICAST IP 
ADDRESS U1 



MOBILE HOST (U1) IS 

ASSIGNED TO 
MULTICAST GROUP = Ml 



DEFINE IP TUNNEL AS LAST 
HOP TO HOST (U1) WITH 
TUNNEL DESTINATION = M1 



HOST (U1) ATTACHES TO IP 
NETWORK, JOINS GROUP Ml 



HOST'S HOME ROUTER 
ENCAPSULATES PACKETS 
DESTINED TO HOST, AND 
MULTICASTS THE PACKETS VIA 
THE TUNNEL TO GROUP Ml 







MOBILE HOST DE-CAPSULATES 
MULTICAST PACKETS; PROCESSES 
ENCLOSED UNICAST PACKETS 






MOBILE HOST LEAVES NETWORK 
AND RE-JOINS GROUP Mt AT 
NEW POINT OF ATTACHMENT 
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FIG. 3 
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REST OF ENCAPSULATED PACKET... 



DIRECTED IP PACKET 



MULTICAST-TUNNEL LINK PACKET 
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REST OF ENCAPSULATED PACKET.., 



DIRECTED IP PACKET 



MULTICAST-TUNNEL LINK PACKET 
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REST OF ENCAPSULATED PACKET- 



DIRECTED IP PACKET 



MULTICAST-TUNNEL LINK PACKET 



